MAKING
WASHROOMS.




Specification

Floor to ceiling cubicles with minimal floor clearance.
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Panel Specification
SGL Core/Face: Solid Grade Laminate with colour finish to both sides giving 13mm nominal thickness
Edge: Polished and radiused
Hardware
All fittings manufactured from high quality polished aluminium
Pedestals: Solid rolled pedestal giving 25mm floor clearance
. Hinges: High strength insert with anti-breakout sleeve and self-closing cams
Indicator Bolt: Easy slide action lock with integrated buffer and emergency door release facility
Partition Fixing: Partitions secured with aluminium D brackets and stainless steel bolt-thru fixings
. Headrail: D section headrail for maximum strength
Coat Hook: Matching coat hook, 1 per cubicle
Dimensions Options
Overall height Up to 2600mm «  Standard height doors with overpanel above
Floor Clearance 25mm . Shower rail and curtains in lieu of door security fixings
Width Cubicles From 700mm «  Extra privacy channel skirting for Omm floor clearance
Depth Standard From 1500mm .
Maximum 1850mm Finishes

Panel thickness Overall 13mm Panels: Colours from Dunhams Colour Selector

Hardware: Powder coated to match RAL colours

Also available in the Altitude Range:
Vanity Units, Duct Panel Systems, Changing Cubicles, Shower Cubicles

Perfect for:

Schools | Colleges | Universities | Hospitality | Leisure | Commercial | Campsites | Public amenities | Sports Stadiums

Dunhams Washroom Systems



