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Specification

High Pressure Laminate panel system creates a great value solution for dry area washrooms
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Panel Specification
HPL Core/Face: High density particlboard faced both sides with high pressure laminate
Edge: Matching 2mm thick impact resistant ABS lipping

Hardware
. All fittings manufactured from high quality polished aluminium
Pedestals: Sturdy, solid rolled design with adjustable height to accommodate uneven floors
Hinges: High strength insert with anti-breakout sleeve and self-closing cams. 3 per door
. Indicator Bolt: Easy slide action lock with integrated buffer and emergency door release facility
. Partition Fixing: Partitions secured with aluminium D brackets and stainless steel bolt-thru fixings
Headrail: D sectfion headrail for maximum strength
Coat Hook: Matching coat hook, 1 per cubicle

Dimensions Options

Overall height All panels 1960mm . Height, width and floor clearance manufactured to request
Floor Clearance 150mm Finishes

Width Cubicles From 700mm - Panels: Colours from Dunhams Colour Selector

Depth Standard 1500mm - Hardware: Powder coated to match RAL colours

Panel thickness Overall 18mm

Also available in the Classic Range:
Vanity Units, Duct Panel Systems

Perfect for:

Industrial | Office | Retail | Entertainment | Transport

Dunhams Washroom Systems



