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 HPL Vanity Unit



HPL Vanity Unit
 

Stylish and cost-effective vanity for hand wash areas
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Semi Recessed:

Fully Recessed:

Product Description:
Postformed laminate vanity tops offer a stylish, hygienic and attractive vanity solution for 
handwash areas. The HPL Vanity Unit comes with a post-formed downstand and coved 
upstand as standard. It is supplied with an access panel and sub-frame system for simple 
installation.
Manufactured to suit semi-recessed, inset or vessel basins.
Not suitable for undermount basins.

Top Specification:
Material:    High Pressure Laminate (HPL) faced high density MRMDF
Thickness:  20mm
Standard Profile:   Semi-recessed: 350mm w x 200mm downstand x 100mm upstand
                Inset: 600mm w x 200mm downstand x 100mm upstand
Colours:    From the Washroom Colour Selector
Cut-Outs:    Factory machined basin cut-out available on request 
Optional:  With brackets for wall-mounting (no unit)
Length:  Up to 3600mm (recommended 600mm per tap station)

Unit Construction:

Frame: Factory constructed WBP ply sub-frame pre-fitted with push on access
panels and 100mm integral factory laminated plinth

SGL Option:
Panel Spec: 13mm solid grade laminate. Profile radiused and polished edges
Colour: From Washroom Colour Selector

HPL Option:
Panel Spec:  20mm HPL faced MR MDF. 2mm ABS lipped edges
Colour: From Washroom Colour Selector

Options:
Hinged/lockable Access Panels
Internal storage cupboard
Low height to suit younger years


