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Hard Wearing and Durable

SGL Vanity tops offer the ultimate in durability and performance, designed for high
traffic, wet area washrooms
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Specification

Hard wearing and durable solution for high traffic and wet area washrooms

1500

VANITY UNIT PLAN

1500

100
RN

800 —

f—— 600 ‘TZUU f

SUITAELE FOR
CERAMIC IMSET OR
UNDERMOUNT BASING
(SHOWN FOR
ILLUSTRATION

F— 600 —

f—= 100

—+ 200

800

50 JL 675 ‘ii; 675 ‘/L/L 50

ELEVATION

Top Specification

Material: Solid Grade Laminate (SGL) machined and constructed to form

. Thickness: 13mm
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Standard Profile: Semi-recessed: 350mm

Inset: 600mm

. Cut outs: Factory machined basin cut-out available on request

. Optional: 100mm plant-on SGL upstand

Length: Up to 3600mm (recommended 600mm per tap stafion)

Colours from Dunhams Colour Selector

Unit Construction

Semi Recessed
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Frame: Factory constructed WBP ply sub-frame, pre fitted with push on access panels and
100mm integral factory laminated plinth

Options
Hinged/lockable access panels
Internal storage cupboard

. Low height to suit children

Perfect for:

Office | Commercial
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Dunhams Washroom Systems



