
Saniduct
A factory-assembled handwash unit designed for rapid installation in healthcare settings, 
supporting infection control and full NHS compliance

Clinical Handwash Pod



Specification

Options
•	 Access panels: choice of hinged or lift-off/pull-off

•	 Unit height: full ceiling height to conceal services, or mid-height with sloping lid

•	 Factory cutouts provided if sanitaryware or brassware is supplied with the unit

•	 Units can be supplied with or without HTM/HBN compliant taps and clinical basins 
(factory cut outs included where required)

Panel Material
•	 13mm Solid Grade Laminate

•	 Antibacterial silver-based coating, tested to ISO 22196 for long-lasting hygiene

Standard height: 1800mm

Full height: Up to 2600mm  
(ceiling height option)

Details
•	 Pre-framed for fast installation

•	 Imprevious to water

•	 Waterproof, robust, and easy to clean

•	 Standard dimensions for simple space planning

•	 Optional sloping lid minimised debris build up for easy 
cleaning

•	 Removable access panels for easy servicing and maintenance

•	 Configurable to suit specified brassware and sanitaryware

Compliance
•	 HTM/HBN compliant Healthcare TMV3 lever tap

•	 HTM/HBN comliant Healthcare 500mm panel hung clinical 
back outlet basin

•	 Compliant with HBN 00-009 Infection Control standards

•	 Available with pre fitted HTM64 compliant taps and basins

Dunhams Washroom Systems


